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WiPry-Pro Combo

2.4 GHz Spectrum Analyzer  

SSID / RSSI 

100 MHz to 2.7 GHz Power Meter 

Frequency Range 100 MHz to 2.7 GHz

Sample Rate up to 50 MSPS

Amplitude Range -35 to 0 dBm

Amplitude Resolution 0.2 dBm

Timescales 1s to 2us

Antenna Port SMB (shared with spectrum)

Power Meter Mode

Spectrum Analyzer Mode
Display 9.7” (iPad) 7.9” (iPad mini)  

4.0” or 3.5” (iPhone, iPod)

Resolution 2048x1536 (iPad, iPad mini retina) 
1024x768 (iPad mini) 

1136x640 (iPod, iPhone)

Spectrum Scan 2.4 to 2.495 GHz

Amplitude Range -100 to -5 dBm

Amplitude Resolution 0.5 dBm

Resolution Bandwidth 400 KHz

Antenna Port SMB

Antenna 2.4-2.5 GHz 0 dBi
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SSID Scan
Frequency Range 2.4-2.5 GHz

Amplitude Range -100 to +10 dBm

Amplitude Resolution 1 dBm

Antenna Internal 0 dBi

Initial SSID Scan 2 minutes

SSID Scan Rate (after initial scan) 20 seconds


